Date: Fri, 23 Jul 93 04:30:02 PDT 

From: Packet-Radio Mailing List and Newsgroup <packet-radio@ucsd.edu> 
Errors-To: Packet-Radio-Errors@UCSD.Edu 

Reply-To: Packet-Radio@UCSD.Edu 

Precedence: Bulk 

Subject: Packet-Radio Digest V93 #215 

To: packet-radio 


Packet-Radio Digest Fri, 23 Jul 93 Volume 93 : Issue 215 


Today's Topics: 
HELP! getting started. 
Info needed on 9600 baud modem 
Undelivered mail 
WNOS Autoexec.nos 
X13 


Send Replies or notes for publication to: <Packet-Radio@UCSD.Edu> 
Send subscription requests to: <Packet-Radio-REQUEST@UCSD.Edu> 
Problems you can't solve otherwise to brian@ucsd.edu. 


Archives of past issues of the Packet-Radio Digest are available 
(by FTP only) from UCSD.Edu in directory "mailarchives/packet-radio". 


We trust that readers are intelligent enough to realize that all text 
herein consists of personal comments and does not represent the official 
policies or positions of any party. Your mileage may vary. So there. 


Date: 22 Jul 93 21:05:01 GMT 
From: news-mail-gateway@ucsd.edu 
Subject: HELP! getting started. 
To: packet-radio@ucsd.edu 


I have not seen any mention of a FAQ...if there is one I apologize for 
this unnecessary bandwidth... 


How can i get started in packet? what's a good book(s) to get to find out 
what i need and how to set it up? can i just buy a tne (like the packrat) 
and hook it up and all the software comes with, including nice instructions? 
(hahahahaha!) or am i more on my own? 


i realize i need to crawl before i can walk, so what do i do, where can i 
go, to help me learn to crawl? 


tks 


-johnm 
kd6rgw 


Date: Thu, 22 Jul 1993 14:43:06 GMT 

From: psgrain!ee.und.ac.za!hippo.ru.ac.za!itul.sun.ac.za!rivendell.ee.sun.ac.za! 
charlcil@uunet.uu.net 

Subject: Info needed on 9600 baud modem 

To: packet-radio@ucsd.edu 


Hi there 


I am interested in a effiecient way of implementing a transmitter for a 9600 
baud modem that operates the same way as the G3RUH. The G3RUH modem uses a 
EPROM in the transmitter and I don't want that. 


I am looking for a similar method of implementing a transmitter for PAM ( 
pulse amplitude modulation) without using a EPROM. 


Any information or references would be appreciated. 


Charl Cilliers 
University of Stellenbosch 


Date: 21 Jul 93 16:15:48 GMT 
From: news-mail-gateway@ucsd.edu 
Subject: Undelivered mail 

To: packet-radio@ucsd.edu 


SSSS Rese eM ES see Sener es Original message---------------- rrr rrr rrr e 
Your mail was not delivered to some or all of its 
intended recipients for the following reason(s): 


No such local user: RSCS 


Received: by CSPGUK11 (Mailer R2.07) id 1061; Wed, 21 Jul 93 17:15:48 MET 
Date: Wed, 21 Jul 93 17:04:04 MET 

From: Network Mailer <MAILER@CSPGUK11> 

Subject: Undelivered mail 

To: RSCS@CSPGUK11 


Your mail was not delivered to some or all of its 


intended recipients for the following reason(s): 


FROM: or SENDER: inconsistent with spool file origin. 


Received: by CSPGUK11 (Mailer R2.07) id 0395; Wed, 21 Jul 93 17:04:04 MET 
Received: from ucsd.edu by Sdsc.Edu (sds.sdsc.edu STMG) via INTERNET; 
Mon, 19 Jul 93 12:45:57 GMT 
Received: by ucsd.edu; id AAQ7086 
sendmail 5.67/UCSD-2.2-sun 
Mon, 19 Jul 93 04:30:03 -0700 
Errors-To: packet-radio-relay@ucsd.edu 
Sender: packet-radio-relay%UCSD.EDU@Sdsc.BITnet 
Precedence: List 
Received: by ucsd.edu; id AAQ7078 
sendmail 5.67/UCSD-2.2-sun 
Mon, 19 Jul 93 04:30:02 -0700 for /usr/mail/listhandler packet-radio q 
Message-Id: <9307191130.AA07078@ucsd.edu> 
Date: Mon, 19 Jul 93 04:30:02 PDT 
From: packet-radio%*UCSD.EDU@Sdsc. 
BITnet (Packet-Radio Mailing List and Newsgroup) 
Errors-To: Packet-Radio-Errors@UCSD.Edu 
Reply-To: Packet-Radio%UCSD.EDU@Sdsc.BITnet 
Precedence: Bulk 
Subject: Packet-Radio Digest V93 #211 
To: packet-radio%UCSD.EDU@Sdsc.BITnet 


Packet-Radio Digest Mon, 19 Jul 93 Volume 93 : Issue 211 


Today's Topics: 
AA4RE Utility Needed 
Popularity of various PR NOS's 
Size (was Re: What equipment to tune up a Ramsey 146?) 
What equipment to tune up a Ramsey 146? (2 msgs) 


Send Replies or notes for publication to: <Packet-Radio@UCSD.Edu> 
Send subscription requests to: <Packet-Radio-REQUEST@UCSD.Edu> 
Problems you can't solve otherwise to brian@ucsd.edu. 


Archives of past issues of the Packet-Radio Digest are available 
(by FTP only) from UCSD.Edu in directory "mailarchives/packet-radio". 


We trust that readers are intelligent enough to realize that all text 
herein consists of personal comments and does not represent the official 
policies or positions of any party. Your mileage may vary. So there. 


Date: Mon, 19 Jul 1993 00:08:01 GMT 

From: pravda.sdsc.edu!news.cerf.net!usc!howland.reston.ans.net!gatech!usenet.ufl 
.edu!mailer.cc.fsu.edu!freenet.scri.fsu.edu!friederw@network.ucsd.edu 

Subject: AA4RE Utility Needed 

To: packet-radio@ucsd.edu 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKEKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 
KKKKKKKKKKKKKK 


William A. "Bill" Frieder friederw@freenet.tlh.fl.us 
N4QNF Packet Mail = N4QNF @ W1FII 
(904) 488-2381 days (904) 893-3738 till 9:30 P.M. EDT 


Date: Mon, 19 Jul 1993 03:39:09 GMT 
From: sytex!jim@uunet.uu.net 

Subject: Popularity of various PR NOS's 
To: packet-radio@ucsd.edu 


Can anyone post information on the relative popularity 
of the various systems being used in amateur packet radio? 


ARRL's "Your Gateway to Packet Radio" lists several including: 
digipeaters, NET/ROM, KA-Node, TexNet, and TCP/IP. To me, TCP/IP 
seems the obvious choice, but is it? What's really happening 

out there? My copy of "Gateway" dates from 1989. Probably lots 
of water over the dam since then :-). What's happening 
currently? 


Thanks, 
jim 


jim@sytex.com (Jim Arnold) 
Access <=> Internet BBS, a public access internet site 
Sytex Communications, Arlington VA, 1-703-528-4380 

-- Internet Access for the rest of us... 


Date: Sun, 18 Jul 1993 20:40:16 GMT 

From: dog.ee.lbl.gov!overload.1lbl.gov!agate!spool.mu.edu!olivea!apple.com!netcom 
sv!netcom.com! j£h@network.ucsd.edu 

Subject: Size (was Re: What equipment to tune up a Ramsey 146?) 

To: packet-radio@ucsd.edu 


ard@siva.bris.ac.uk (PDP11 Hacker ..... ) wrote: 


>>wWhat kind of equipment is needed to build & tune a Ramsey 146? Basically, 

> 

>That's the 2m receiver isn't it? I built one last weekend, and it went pretty 
>well. (BTW, I have years of experience in digital electronics, but this was my 
>first VHF radio, and my first alignment job). 


There have been a few messages recently about how to make a 6-meter 
handheld, given that the commercial choices are either expensive or less 
than wonderful. Assuming that the Ramsey 6-meter transceiver is the same 
size as the 2-meter, do you think it would be possible to make a 6-meter 
HT from a Ramsey kit? Is it small enough and durable enough? 


Jack Hamilton jfh@netcom.com kd6ttl@nOary .4#nocal.ca.us.na (AMPR) 
Post Office Box Box 281107 San Francisco, California 94128 USA 


Date: 18 Jul 93 13:43:53 GMT 

From: ogicse!emory!europa.eng.gtefsd.com!howland.reston.ans.net!usenet.ins.cwru. 
edu!cleveland.Freenet.Edu! at626@network.ucsd.edu 

Subject: What equipment to tune up a Ramsey 146? 

To: packet-radio@ucsd.edu 


What kind of equipment is needed to build & tune a Ramsey 146? Basically, 
is this a kit you can solder together and go, or do yuo need an 
oscilliscope, freq meter, swr meter, etc to have it working right? I was 
thinking of building it and listening while I work on my license, then 
using the xmit side. Good idea, or should I go commercial for a first rig? 
Also, how does it work with packet? 


Thanks for the pointers, 


dave. 


Dave Strout <at626@cleveland.freenet.edu> 


Date: Sun, 18 Jul 1993 17:43:00 GMT 

From: pravda.sdsc.edu!news.cerf.net!usc!howland.reston.ans.net!darwin.sura.net!n 
ews .dfn.de!Germany.EU.net!mcsun!uknet! warwick! bsmail!siva.bris.ac.uk!ard@network 
.ucsd.edu 

Subject: What equipment to tune up a Ramsey 146? 


To: packet-radio@ucsd.edu 


In article <22bk2p$6ht@usenet.INS.CWRU.Edu>, at626@cleveland.Freenet.Edu (Dave 
trout) writes... 

> 

>What kind of equipment is needed to build & tune a Ramsey 146? Basically, 


That's the 2m receiver isn't it? I built one last weekend, and it went pretty 
well. (BTW, I have years of experience in digital electronics, but this was my 
first VHF radio, and my first alignment job). 


>is this a kit you can solder together and go, or do yuo need an 


Not bad to assemble. 3 chips (NE602 (1st mixer/osc) , MC3359 (2nd mixer/osc/IF 
strip), LM386 (Audio amp)), 4 transistors (RF amp, 1st IF amp, AFC, 
stabiliser), and about 60 passives. Varactor tuning. 


>oscilliscope, freq meter, swr meter, etc to have it working right? I was 


Well, you certainly don't need an SWR meter for a receiver. The frequency 
counter (if it covers 10.7Mhz higher than the desired frequency i.e. 154.7 MHz) 
would be useful to set up the 1st osc (This is a dual superhet design, the 1st 
osc beats the signal down to 10.7Mhz, and then the 2nd to 455kHz). The second 
Osc is a xtal, and both IFs are ceramic filters, so there is no alignment 
there. I used my ‘scope (Tekky 555 with 1S1 plug-in) which has a 1GHz sampling 
input, but I didn't really need it. 


The instructions suggest finding a local Ham to transmit a test signal to you 
and then tuning to receive it. That would work. Simply tuning the coil until 
you hear the local repeater (or digipeater) works also. 


>thinking of building it and listening while I work on my license, then 


I have my license, but no equipment. I think this should be a good start for 
repeater/packet working. 


>using the xmit side. Good idea, or should I go commercial for a first rig? 
> Also, how does it work with packet? 


Not tried it yet, but I can certainly hear the local digipeater. I need a 
better aerial (I have a couple of bits of wire as a dipole) before I have any 
hope of decoding it, but it sounds possible 


I think commercial equipment is outside the spirit of amateur radio. I'm going 
to home-brew everything!. 


> 
>Thanks for the pointers, 


> 
>dave. 

> 

>-- 

>Dave Strout <at626@cleveland.freenet.edu> 


-tony 
BTW, it worked first time!. I'll recomend the kit to others. 


End of Packet-Radio Digest V93 #211 
KKKKKKKKKKKKKKKKKKKKKKKEKRER KKK 


Date: 22 Jul 93 20:30:15 GMT 
From: news-mail-gateway@ucsd.edu 
Subject: WNOS Autoexec.nos 

To: packet-radio@ucsd.edu 


I am trying to get WNOS4a8 going on a NEC Powermate with 2M of memory. I used 
to run an older version of NET and decided I would try out the newer stuff. I 
tried what a lot of people do and that is using my old Autoexec.net file in 
place of the Autoexec.nos file. After reading the documentation I went back and 
tried the Autoexec.nos file that came with the WNOS4a8 file that is on 
ucsd.edu. It is configured for Europe and tried to use the documentation to 
comment out what is not appropriate for my configuration and select what is. I 
ran NET on a KISS PK88 TNC and it worked fine. Does someone out there have some 
inkling of why I get a scrolling screen full of STACKViolations when running 
with the Autoexec.nos file and merely a missing Autoexec.nos error message when 
I run without? It seems to me it is something I have selected in the .NOS file 
and I suppose without posting what my file contains it will be fairly difficult 
for you to know what exactly it is ;-) 


I'm just after general guidance. What other people have found as causing this 
problem. I'm a newbie at this so this should be a nice break from some of the 
indepth conversations I've seen going on here. 


As a side question, I sup[pose that once I do get this working I need to become 
a part of the system to be able to use NNTP? 


Thanks folks 
__mike 
MBeez.HoustonCSSC@Xerox.COM 


Date: 22 Jul 93 19:39:14 GMT 
From: news-mail-gateway@ucsd.edu 
Subject: X1J 

To: packet-radio@ucsd.edu 


Anyone know of an FTP site for TheNet version X1J? Rumor control 
says it's "out there" someplace. :-) 


Thanks for any help. 


Mark Bitterlich 
mgb@tecnet1.jcte.jcs.mil 


End of Packet-Radio Digest V93 #215 
KA KKK KKK KKK KI KKK KKK IAAI KKK 


